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ESPCP GENERAL NOTES:
The escape of sediment from the site shall be prevented by the installation of erosion and sediment
control measures and practices prior to land-disturbing activities.
Erosion and sedimentation control measures will be maintained at all times.If full implementation
of the approved plan does not provide for effective control,additional erosion and sedimentation
control measures shall be implemented to control or freat the sediment source. PETROLE STORAGE.SPILLS AND LEAKS INSPECTIONS
UM 3P AN AK The primary permittee (GDOT) must refain the design professional who prepared the ESPCP,or an
These plans expressly delegate the responsibilify of proper on-sife hazardous materlal management alfernatlve deslgn professlonal approved by EPD In writing,to Inspect the Installation of the Initial
fo the Contractor.The Contfractor shall at a minimum provide an action plan and keep the sediment storage requirements and perimeter control BMPs within seven (7) days of installation
PLAN ALTERATIONS necessary materlals on sife for the capfure,clean up,and disposal of ary pefroleum product,or over the entlre Infrastructure pro ject. Alfernatively,for linear Infrastructure projects,the permittee
. . . . . . . other hazardous material,leaks or spills associated with the servicing,refueling or operation of any must refain either of these personnel to Inspect the Initial sediment storage requirements and
This EfOSlOﬂ,Sedlmen)‘Gflon,Gnd Pollution Control Plan (ESPCP)is ,DI’OVIded by the Deparfmem‘. GQUipmenf utilized at the site. A copy of the action p/G'n shall be submitted to the PijeCf Engineef per['me;‘er control BMPs for the initial Segmenf"as defined by Part MA5.0f the current
It addresses the staged construction of the project on the basls of common construction methods and malntalned on the project site. All personnel operating or servicing equlpment shall be GARIO0002 Permit,within seven (7) days of Installatlon and all sedlment basins within the entire
and techniques.If the Contractor elects to alter the staged construction from that shown in familiar with the action plan.T he Confractor shall not park,refuel,or maintain equipment within linear infrastructure project seven (7) days of installation.The inspecting design professional shall
plans or ufilize construction techniques that render this plan Ineffective,the Contractor shall revise stream buffers. report the results fo the primary permittee within seven (7) days,and the permittee must correct all
the plans In accordance fo Speclal Provision 16/ of the confract. . deficlencles within two (2) business days of receipt of the Inspection report,unless on-site weather
If the Contractor elects fo store pefroleum products on site,the Contractor shall prepare an ESPCP conditions are such that more time Is required.Additlonally,the Department * s Construction
The Confractor,the Certified Design Professional,and the WECS shall carefully evaluate this plan addendum that addresses the addltional BMPs needed for onslte sforage and splil prevention for Profect Englneer wlll be responsible for all subsequent seven-day Inspectlons for all new BMP
prior to commencing land-disturbing activities.A major modification or deletion of structural petfroleum products.This plan shall be prepared by a Certified Design Professional as required by installations.
BMP's with a hydraullc component requires a formal revision of the ESPCP and the signature of a GARIO000Z for Inclusion with these plans.The Confractor’s attention ls specifically directed fo
GSWCC level-ll-certifled deslgn professlonal. Additlonal BMP's may be added per Speclal Standard Specification 107-Legal Regulations and Responsibility fo the public for additional
Provision 16" Control of Soll Erosion and Sedlmentation. requirements. All other inspections shall be documented on the appropriate Department inspection forms.See
SOIL SERIES INFORMATION S)‘ancjard Speclf Icaf{on (or.SpecIal Provf.glon) /67.and ofh?r contract qooumenrs for. Inspection
TEMPORARY ”ULC{'””G . . o A project-speclfic soll survey and geofechnical Investigation was performed for this project and gzcg;lr;g;nfs. T'hese Inspections shall confinue until the Nofice of Termination (NOT) is
;E PD Ger;?ra/ Permit GAI;’I lOOOO% Sgﬁ%;m: 7)% dg’sfurl?;d %ecaj wherfc_a conifrucf/og activities have can be made available upon request.Soil characteristics have been given full consideration in the )
emporarily or permanenily ceased s srabiiizeg wiinin ays or such cessarion as soon as tydrologic analysis,the design of channels and linings, selection of femporary BMP’s,design of . . . . .
practicable with a suitable material listed in Standard Specification (or Special Provision) Sections energy dlssipaters,and In the selectlon of permanent vegetation and fertlllzers. Fallure fo perform Inspections as required by the confract documents and the NFDES permit shall
: \ . K R ’ result In the cessatlon of all construction activities with the exception of Trafflc Control and
163,700, 0r 71l.However In special cases,the Project Engineer may require the confractor fo o . . o Erosion Control.Confl allure p . o 1 rosult | rof y
perform stablilzatlon more often than 14 days. The fO//OVVIng s g summary of the soil that is expected fo be found on the project site: d;?jé??onsozgoépggfl‘/{zfc;n 7;Bugin£—$rdgfc-z’m;gfgec fons shall result in non-refundable
VEGETATION AND PLANTING SCHEDULE Obs - Osler-BIbb complex
e d , tat? " Includl Jant tes. planting dat dl Due to the size and scope of thls projfect and the nature of soll serles maps,it Is nof reasonably
A f?;pppr a",? ana. per mar}eg_ veg? a ;;76: prac -ce;s neiu ?g planr spec qu,p 70” ngf fo es, see ]{79’ " practical to dellneate the preclse locations of the above llsted solls on the construction plans.The
ertilizing,liming,and mulching for this project can be found in Section 700 of the current edition NRCS soll survey and soll serles maps for the project slte are also avallable onilne at
of the Department's Standard Specifications (or special provisions) and ofher applicable contract hitp:/ /websollsurvey.nrcs.usdagov/.
documents,or landscaping plans.
NRCS soil information is not available for this project sitfe.
SEQUENCE OF MAJOR ACTNITIES
POST-CONSTRUCTION BMP'S FOR STORMWATER MANAGEMENT
The ;gonr;;_acror l/;gdr?s;;ons%e for de\;‘e/%ﬂ%erhe gor;#;rgcf%n s%gdule f o}rl_rhe pro é’eg Tlhe 1h the All permanent post-construction BMP's are shown in the construction plans and in the ESPCP
construcrion sciheauie 1or 1s project S suom arrer projecris awaraea aiong w plan.The post-construction BMP’s for this project consist of permanent detentlion ponds,sand
NOIL.A copy of the construction schedule shall be maintained af the project site. fllter basins,vegetation, permanent slope dralns and/or flumes,riprap at pipe outlefs for veloclty NONSTORMWATER DISCHARGES
(Occaslonally, the Department will specify the number and location(s) of construction exits, but dissipation and outlet stabilization,vegetated swales/difches where practical,channel/difch Non-storm water discharges defined in Part I A2 of the NPDES Permit will be idenfified affer
usually the following paragraph will be applicable.) stabllization with turf relnforcing mats,riprap and concrete difch lining where necessary.T he construction has commenced.T hese discharges shall be subject fo the same requirements as storm
post-construction BMP's will provide permanent stabilization of the site and prevent abnormal water dlscharges required by the Georgla Erosion and Sedimentafion Control Act,the NPDES
/Tshig%egbfg Of"%?j ég%%%i%lgg f;}{ c;/eeg;‘r f(#r%dfl)%?gﬁ Uglg Ogeg;i?w@%rg%?f /?é'}'}ﬁbzh%fc?ﬁém’or transportation of sediment and pollutants Info recelving wafters.) Permit,the Clean Water Act,the Manual for Erosion and Sediment Control in Georgia,
construction exit detall Included In this ESPCP.To facllitate project logistics,the Contractor Is Department Standards,and other contract documents.The NPDES does nof authorize the
also responsible for selecting the location(s) of the construction exit(s). SILT FENCE INSTALLATIONS WITH J HOOKS AND SPURS discharge of soaps or solvents used in vehicle and equipment washing or the discharge of
0 Borrler F rail be Installed orlor fo fhe Installatlon of BUP's and orior To cleor! wastewater from washout and cleanout of containers for stucco,paint,concrete-form release oils,
and orubbing activiiies. ailed prier fo allation o ary BNI"s and prior o clearing SIit fence should never be run confinuously. The siit fence should turn back Info the fill or slope fo curing compounds and other construction materidls.
create small pockets that trap silt and force stormwater fo flow through the silt fence.This
STAGE | DE-WATERING AND PUMPING ACTNITIES
fechnique Is called using J hooks (or spurs).The J hooks shall be utilized on all silt fences that are Any pumped discharge from an excavation or disturbed area shall be routed through an
2. Install all perimeter confrols. Perimeter BUP's include . . hooks shall be spaced In accordance with GDOT  Construction Defall D-24C.The maximum J- BMP's.The contractor shall ensure the post BMP freated discharge Is sheet flowing.Fallure fo
4: l;_g agy Gra’s,gsi ng g Tesioh 08 2 1y to disturbed areds. costs and other Incidental items are Included in cost of Installing and maintaining the silt fence. G{\RIOOOOZ NPDES permit ?y Uﬁl,-z,-{,g a Cerﬁfl'ed. Design Professional.No separate payment
5.Construction Exits shall be installed prior to clearing and grubbing activities. SITE STABILIZATION AND BMP MAINTENANCE MEASURES will be made for water quality sampling of pump discharges.
STAGE 2 See the Department’'s Standard Specifications (or Special Provisions) 161,163,165,700,7/0,and OTHER CONTROLS
This work includes the construction of CR 252 from Sta 28-50 fo Sta 3750 ofher contract documents for stabilization and malntenance measures. The Contractor shall follow this ESPCP and ensure and demonstrate compliance with all
NTERMEDIATE BUP's INST 0 WASTE DISPOSAL applicable State and/or local regulations for waste disposal, sanitary sewer and septic systems,and
; Maintoin all pen‘mefef g:,P.QLLA ION Where aftainable, locate waste collection areas, dumpsters,trash cans and porfable toilets af least pefroleum storage.
2.Malntain construction Exits as shown on plans. 50 feet away from streets,qutters,watercourses and storm dralns.Secondary contalnment shall be The Confractor shall confrol dust from the sife In accordance with Sectlon 16/ of the current
3.Muich and plant Temporary Grass as required by the special provisions. provided around liquid waste collection areas to minimize the likellhood of contaminated edition of the Department's Standard Specifications.
4.Install Check Dams as shown on plans. discharges.The Contractor shall comply with applicable state and local waste storage and disposal RETENTION OF RECORDS
5.Install Temporary Down drain structures as shown on plons. regulations and obtaln all necessary permits.Solld materials,including bullding materials, shall ) ) . . ) .
6.Install J-Hooks on flIl slopes as embankments are being constructed. not be discharged to Waters of the State,unless authorized by a Section 404 Permit. The Department will refain all records related to the implementation of this ESPCP in accordance
with Part MVF of the General Permit GARIOO00Z.
STAGE 3
1. INSTALL PERMANENT GRASSING/ VEGETATION,ON ALL DISTURBED AREAS AS SHOWN IN PLANS.
2.MAINTAIN ALL THE CHECK DAMS IN DITCHES
3.INSTALL SLOPE BLANKET ON FILL SLOPES AND RIP RAP AT THE CR 252 BRIDGE END ROLLS
AS SHOWN ON PLANS
4.MAINTAIN AND REPAIR OR REPLACE ALL TEMPORARY BMP's AS NECESSARY UNTIL ALL EARTH
MOVING ACTNITIES HAVE CEASED AND FINAL STABILIZATION HAS BEEN ACHIEVED FOR THE
ENTIRE SITE. AT THIS TIME ALL TEMPORARY BMP’'s SHOULD BE REMOVED.
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